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DESCRIPTION 

- AQUATREAT 188 is a corrosion inhibitor 

made from natural raw materials, designed 

for use with softened or demineralized 

water. 

 

- AQUATREAT 188 provides strong corrosion 

inhibition on various metals such as iron, 

copper, or their alloys. 

 

- AQUATREAT 188 can be used at a pH range 

of 6.0 to 8.5 and at temperatures up to 70°C. 

 

- Thanks to its unique composition, 

AQUATREAT 188 is readily biodegradable, 

leaving no harmful residues in the 

environment. 

 

- AQUATREAT 188 contains no phosphorus 

(P) or nitrogen (N). The product minimizes 

ecological impact and contributes to more 

sustainable water management solutions. 

 

 

 

 

 

 

PROPERTIES 

- Appearance: light yellow liquid 
- pH: 4.1 
- Density: 1.2 ± 0.02 
- Solubility in water: unlimited 

DOSAGE AND CONTROL 

Optimal performance is achieved at a 

concentration between 1000-2000 mg/l in the 

complete absence of hardness. 

The concentration can be determined using 

lactic acid. The lactic acid concentration should 

preferably be between 15 and 40 mg/l. 

PACKAGING 

Polyethylene drums of 22 or 220 litres, 

containers of 1000 litres.  

 

HANDLING 

AQUATREAT 588 is a slightly acidic product, but 

it causes minimal irritation to skin and eyes. In 

case of contact with the product, rinse with 

water. 

 

 

 

 
All the given information is correct to our current knowledge. None of 

the indications, compositions or applications have the intention of 

violating existing patents. Nothing may be duplicated and/or multiplied 

without our written consent. 
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